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Metal transition coupling male
 
• installation without disassembling
• suitable for PE and PEX pipes
• water PN16
• material: PP / brass
• gasket: NBR quality for drinkable water
• male thread: ISO 7 (conical) brass
• colour: blue-black
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                   20 1∕2 158 400 281 0 0.112 45 100.6 14.7 54 19
25 3∕4 158 400 282 0 0.165 53 108.9 15.0 59 21
32 3∕4 158 400 283 0 0.200 64 117.2 15.0 66 23
32 1 158 400 284 0 0.269 64 122.7 17.0 66 23
32 1 1∕4 158 400 285 0 0.527 64 136.1 19.0 66 23

                   32 1 1∕2 158 400 286 0 0.555 64 139.4 20.0 66 23
40 1 158 400 287 0 0.342 75 138.2 17.0 76 26
40 1 1∕4 158 400 288 0 0.547 75 143.9 19.0 76 26
40 1 1∕2 158 400 289 0 0.576 75 147.2 20.0 76 26
40 2 158 400 290 0 0.808 75 160.8 25.0 76 26

                   50 1 1∕4 158 400 291 0 0.706 97 157.1 19.0 88 30
50 1 1∕2 158 400 292 0 0.733 97 160.4 20.0 88 30
63 1 1∕2 158 400 293 0 0.988 114 180.5 20.0 104 35
63 2 158 400 294 0 1.154 114 190.5 25.0 104 35

                     

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed proper-
ties nor a guaranteed durability. They are subject to modification. Our General Terms of Sale apply.
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