
RACCORDI IN PVC RIGIDO PER CONDOTTE
DI FLUIDI IN PRESSIONE

U-PVC FITTINGS WITH RUBBER RING SOCKET FOR 
CONDUCTS OF FLUIDS UNDER PRESSURE
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d-Dn H Øa nr.Fori Peso/Weight
PN10

Peso/Weight
PN16 PN10 PN16

mm mm mm gr gr € €

63x50 200 125x4 567 646 40,22 53,49

75x65 200 145x4 744 855 42,59 56,65

90x80 230 160x8 1.092 1.279 53,49 71,14

110x100 240 180x8 1.449 1.475 66,82 88,87

125x110 240 190x8 1.775 2.088 80,16 106,61

140x125 260 210x8 2.319 2.744 96,22 127,97

160x150 300 240x8 3.321 3.973 97,55 129,74

180x180 320 270x8 4.917 - 261,22 - 

200x200 340 295x8 5.486 - 186,78 -

225x200 360 295x8 5.968 - 221,21 -

250x225 400 350x12 8.147 - 314,84 -

280x250 420 350x12 12.864 - 612,85 -

*315x300 470 400x12 *15.362 - *489,54 -

BOUT

Adattatore maschio Flanged spigot Joint d’adaptation Geflanschtes   
flangiato   male a bride Uebergangsstueck (M)
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Dxd H Peso/Weight
PN10 Peso/Weight PN10 PN16

mm mm gr gr € €

75x63 300 460 500 61,73 80,24

90x63 315 720 920 69,96 90,95

90x75 320 740 940 75,69 98,40

110x63 380 1.340 1.780 83,44 108,47

110x75 390 1.380 1.850 84,14 109,38

110x90 400 1.440 1.930 93,15 121,09

125x90 440 2.050 2.250 113,12 147,05

125x110 450 2.110 2.370 123,45 160,49

140x110 490 2.870 3.600 125,82 163,57

140x125 500 2.960 3.700 125,82 163,57

160x110 530 4.500 5.300 156,06 202,88

160x140 540 4.600 5.400 156,06 202,88

180x160 580 6.500 - 265,75 -

200x160 640 8.100 - 270,19 -

225x160 650 9.800 - 301,10 -

250x200 680 12.200 - 346,79 -

280x225 700 15.000 - 409,50 -

*315x250 1.500 *20.300 - *441,00 -

RIDUZIONE

Monogiunto ridotto Reducing joint  Fem. Caoutchouc/Male Reduzierstuck F/M 
an. gomma/maschio Fem. Rubber ring/Spigot end 
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